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SECTION A-A

ROLLED CURB FRAME AND GRATE

NOTES:

1) RECTANGULAR BI-DIRECTIONAL VANED GRATE, CURRENT WSDOT STANDARD PLAN B-30.40-XX, SHALL BE PROVIDED FOR
ALL CATCH BASINS LOCATED AT LOW POINTS OF VERTICAL CURVES OR GRADE BREAKS, EXCEPT WHEN CEMENT CONCRETE
ROLLED CURB IS USED.

2)  MATERIAL IS GREY IRON ASTM A48 CLASS 30.

A A

CEMENT CONCRETE ROLLED CURB

ASPHALT CONCRETE BARRIER CURB

ASPHALT CONCRETE RAISED EDGE

PLAN

RECTANGULAR VANED GRATE, CURRENT
WSDOT STANDARD PLAN B-30.30-XX

RECTANGULAR VANED GRATE, CURRENT
WSDOT STANDARD PLAN B-30.30-XX

LEVELING PAD
8 - (3/4" x 2-1/4" x 1/8")

FRONT EDGE OF FRAME FLUSH
WITH STREET/GUTTER SURFACE

STREET PAVEMENT

CEMENT
CONCRETE

ROLLED CURB

TRANSITION
18" MIN.

CEMENT
CONCRETE
SIDEWALK

BACK EDGE OF FRAME EVEN
WITH BACK FACE OF CURB

METAL FRAME
AND GRATE
(SEE NOTE 2)

TRANSITION
18" MIN.
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